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D. DISCONNECT INTERCONNECT AT CABINET AND PULL BACK TO
JUNCTION BOX LOCATED TO THE SOUTH OF THE SCHOOL EXIT.
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ELECTRICAL CONDUIT (TRENCHED).

. REMOVE EXISTING HANDHOLE.

. EXCAVATE AND EXPOSE END OF EXISTING CONDUIT. INSTALL 3 IN.
SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT
( TRENCHED ). CONNECT TO EXISTING CONDUIT AND REFEED WIRES.
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. USE EXISTING HANDHOLE.

. USE EXISTING CONDUIT.

. DISCONNECT WIRES FROM SIGNAL HEAD. PEDESTRIAN HEAD AND TEL
PUSH BUTTON. PULL BACK WIRES TO JUNCTION BOX IN ISLAND. i

6 FT. BY 30 FT. QUADRUPOLE (3-6-3) TYPE LOOP DETECTOR

LOOP DETECTOR
57 SOLID WHITE THERMOPLASTIC LINE

CONSTRUCTION DETAILS

ABANDON EXISTING CONDUIT.

ABANDON THE EXISTING CONDUIT.
HANDHOLE .
3 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE

1 IN. LIQUID-TIGHT, FLEXIBLE NON-METALLIC ELECTRICAL
(DETECTOR WIRE SLEEVE)

IN 174 IN. FLEXIBLE TUBING

24 IN. PREFORMED PAVEMENT MARKING TAPE

12 IN. PREFORMED PAVEMENT MARKING TAPE i PR
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NEMA PHASING

FLASHING
OPERATION

PHASING NOTES:
1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT GPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL DPERATE CONCURRENTLY.

(TSP-1)

. OR\GINAL ON
Fuae

kﬁ MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
@ Office of Traffic & Safety o

TRAFFIC ENGINEERING DESIGN DIVISION

conduit shal! be installed ~“maintained at all tTimes. W\ 810 GLENEAGLES COURT, SUITE 1086

prior to the installation - _ _ ; LA R e T T
of pavement markings. (5R/W lines are bdsed on A\ BALTIMORE, MARYLAND 21286
| '”'Aég (410) 583-6700

WV oOHmM>

information from original
signal pian.

— F—

— Ti_m
G—
S

—TV

————— e O ——

— —T ~ ]. —— [7.' AssT.TRkRQi\iiiTEEiji;ffﬂg([nwsmN

| signal equipment. prior to purchasing equ | pment . | 7 A—— N I T T T T ] assT DiSTRICT EyGNEER, TRAFFIC
| @ Loop detectors and (®signal operations shall be ; 7 57, GREENHORNE & O'MARA, INC. |

Traffic Signal Plan

_MD 189 at Maryland Avenue

forawn BY: Jrarono. TCSNO
CHECKED BY: SH.A NG, 2143 © |

SHEET NO.

j":_:":}:' ' :!' jJ ]_;_:'t_r': | "CHiEF, TRAFEIC ENGINEERING DESIN DIVISIGN
l©o October 3, 2000

DIRECTOR, TRAFFIC & SAFETY

SCALE: 1" =20 1 COUNTY: | Montgorery l T LS. NO.

S

| 29 or 43



